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TO: Parks, Recreation and Cultural Services

FROM: Robert L. Hernandez

DATE: September 27, 2019

SUBJECT: Evergreen Cemetery Self-Evaluation

1. On May 17, 2016, Mr. Michael Killebrew, Title II ADA/Section 504 Coordinator 
performed a Title II - Americans with Disabilities Act (ADA), Self-Evaluation. This 
evaluation was in accordance with 1991/2010 ADA Standards for Accessible Design. The 
facility was re-evaluated on August 1, 2019 with the assistance of Anna Kangas, 
Architect/Title II ADA/Section 504 Coordinator.

2. Priorities for accessibility are assigned in accordance with the ADA Checklist for 
Existing Facilities. The checklist follows the four priorities listed in the Department of 
Justice ADA Title III regulations. These priorities are equally applicable to state and local 
government facilities: 

Priority 1 - Accessible approach and entrance

Priority 2 - Access to goods and services

Priority 3 - Access to public toilet rooms

Priority 4 - Access to other items such as water fountains and public telephones

3. Corrective actions to findings were/will be submitted for corrective action through the

city maintenance work request system and Transition Plan. Note: Recommended

corrections in some cases where needed will be modified when appropriate. Corrections

are developed in consideration of the “Program Access” provisions of Title II, where

applicable.

4. A copy of this report will be maintained in the Office of Accessibility.

City of Colorado Springs Title II ADA/Section 504 – Manager

30 S. Nevada Ave, Suite 301

Colorado Springs, CO 80903

robert.hernandez@coloradosprings.gov

Atch 1. City of Colorado Springs, ADA Self-Evaluation Report

Sincerely,

Robert Hernandez



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 1

There is no accessible route of travel from the public way. There is a sidewalk on the west side of

Hancock Avenue, and on north side of Fountain Blvd. Both of these sidewalks are on the opposite

side of the street from the cemetery. 

At least one accessible route shall be provided within the site from accessible parking spaces and

accessible passenger loading zones; public streets and sidewalks; and public transportation stops

to the accessible building or facility they serve.

2010 ADAS Section 206.2.1

At least one accessible route shall be provided within the site from accessible parking spaces and accessible

passenger loading zones; public streets and sidewalks; and public transportation stops to the accessible

building or facility entrance they serve.

Citation:

2010 ADAS Section: 206.2.1

As Built:

There is not a

sidewalk from

Hancock Avenue or

Fountain Blvd to the

cemetery.

Recommendation:
For now, do nothing. However, if sidewalk is added on the side of the streets adjacent to the

cemetery, consider adding sidewalks from the public right of way into the cemetery.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of lack of pedestrian access to cemetery entrance

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #1 Additional Finding Photos

Additional image of lack of pedestrian access to cemetery
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 2

The hose reel projects into the circulation path and reduces the accessible width.

On both visits to the site, the hose reel was blocking the sidewalk.

2010 ADAS Section 307.2

Objects with leading edges more than 27 inches (685 mm) and not more than 80 inches (2030 mm) above

the finish floor or ground shall protrude 4 inches (100 mm) maximum horizontally into the circulation path.

Citation:

2010 ADAS Section: 307.2

As Built:

The hose reel projects

into the path of travel.

Recommendation:
Move the hose reel closer to the building.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of hose reel blocking accessible entrance

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 3

There is no accessible route of travel from the public way.

2010 ADAS Section 206.2.1

At least one accessible route shall be provided within the site from accessible parking spaces and accessible

passenger loading zones; public streets and sidewalks; and public transportation stops to the accessible

building or facility entrance they serve.

Citation:

2010 ADAS Section: 206.2.1

As Built:

There is not a

sidewalk from the

right-of-way to the

Chapel.

Recommendation:
Do nothing. There is no reasonable expectation of foot traffic from the right-of-way given the

location, surrounding infrastructure and nature of a cemetery program, service or activity.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 4

The walking surface has gaps over 1/2" wide.  There is also vertical displacement that exceeds 1/4".

2010 ADAS Section 302.3

Openings in floor or ground surfaces shall not allow passage of a sphere more than 1/2 inch (13 mm)

diameter except as allowed in 407.4.3, 409.4.3, 410.4, 810.5.3 and 810.10.  Elongated openings shall be

placed so that the long dimension is perpendicular to the dominant direction of travel.

Citation:

2010 ADAS Section: 302.3

As Built:

The sidewalk is

fractured, with gaps

up to 1" by 2".

Recommendation:
Remove and replace the panel.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 5

The curb ramp on the accessible route contains cross slopes greater than 2% and running slopes

greater than 8.33%.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).

Surface running slopes shall not exceed one unit vertical in 12 units horizontal (8.33-percent slope).

2010 ADAS Section 405.3

Cross slope of ramp runs shall not be steeper than 1:48.

Citation:

2010 ADAS Section: 405.3

As Built:

The ramp has up to

3% cross slope and

up to 10.2% running

slope.

Recommendation:
Remove and replace the ramp. It will need to be lengthened to reduce the slope.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

 

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8196365000, Long: -104.8037631000

Finding: 6

The accessible route on the site contains running slopes greater than 5% and has not been

constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal

(5-percent slope), it must be constructed as ramp. Surface cross slopes must not exceed one unit

vertical in 48 units. Horizontal (2-percent slope).

2010 ADAS Section 403.3

The running slope of walking surfaces shall not be steeper than 1:20.  The cross slope of walking surfaces

shall not be steeper than 1:48.

Citation:

2010 ADAS Section: 403.3

As Built:

The running slope

between the parking

and the front door is

between 5.3% and

6.4%.

Recommendation:
Remove and replace the concrete to achieve grades less   than 5% or install a handrail on each side

of the walkway.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Parking

Lat: 38.8196365000, Long: -104.8037631000

Finding: 7

The access aisle is missing at the accessible parking stall. There is only one designated accessible

parking space, and it should be van accessible. The regular parking spaces range in width from 8'-3"

to 9'-4", and the needed width for the accessible aisle and stall can be made up from reducing width

of the regular spaces.

Access aisles serving parking spaces shall adjoin an accessible route. Two parking spaces shall be

permitted to share a common access aisle.

2010 ADAS Section 502.2

Car parking spaces shall be 96 inches (2440 mm) wide minimum and van parking spaces shall be 132

inches (3350 mm) wide minimum, shall be marked to define the width, and shall have an adjacent access

aisle complying with 502.3.

Citation:

2010 ADAS Section: 502.2

As Built:

The accessible

parking space is

12'-6" wide without a

marked access aisle.

Recommendation:
Restripe the parking to provide a minimum 8'-0" wide parking space with an 8'-0" wide access aisle.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of lack of access aisle at accessible parking space

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Parking

Lat: 38.8196365000, Long: -104.8037631000

Finding: 8

The van stall is missing a sign identifying it as a van accessible stall. 

Parking space identification signs shall include the International Symbol of Accessibility.  Signs

identifying van parking spaces shall contain the designation "van accessible."

2010 ADAS Section 502.6

Parking space identification signs shall include the International Symbol of Accessibility complying with

703.7.2.1.  Signs identifying van parking spaces shall contain the designation "van accessible."  Signs shall

be 60 inches (1525 mm) minimum above the finish floor or ground surface measured to the bottom of the

sign.

Citation:

2010 ADAS Section: 502.6

As Built:

There is only one

accessible parking

space, and it is not

marked as van

accessible.

Recommendation:
After restriping, add a post-mounted van accessible sign.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of missing van accessible parking signage

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Parking

Lat: 38.8196365000, Long: -104.8037631000

Finding: 9

The parking sign is mounted too low.

Parking space identification signs shall include the International Symbol of Accessibility. Signs

identifying van parking spaces shall contain the designation "van accessible." Signs shall be 60

inches minimum above the finish floor or ground surface measured to the bottom of the sign.

2010 ADAS Section 502.6

Parking space identification signs shall include the International Symbol of Accessibility complying with

703.7.2.1.  Signs identifying van parking spaces shall contain the designation "van accessible."  Signs shall

be 60 inches (1525 mm) minimum above the finish floor or ground surface measured to the bottom of the

sign.

Citation:

2010 ADAS Section: 502.6

As Built:

The accessible

parking sign is

mounted at 35".

Recommendation:
Increase the height of the sign.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of accessible parking sign mounted too low
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Parking

Lat: 38.8196365000, Long: -104.8037631000

Finding: 10

The parking area and walkway contain vertical displacement exceeding 1/2".

2010 ADAS Section 303.3

Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be

beveled with a slope not steeper than 1:2.

2010 ADAS Section 303.2

Changes in level of 1/4 inch (6.4 mm) high maximum shall be permitted to be vertical.

Citation:

2010 ADAS Section: 303.3, 303.2

As Built:

There is a 36" long

recessed area in the

pavement,

approximately 4"

deep.

Recommendation:
Remove and replace pavement as needed to provide a level surface.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of greater than 1/2" vertical displacement in the

accessible route

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Exterior - Parking

Lat: 38.8196365000, Long: -104.8037631000

Finding: 11

There are no accessible parking stalls marked at the chapel. However, if the parking was striped,

there would likely be four or fewer spaces. At this threshold, accessible parking spaces are not

required to be marked. 

Each lot where parking is provided for the public as clients, guests or employees, shall provide

accessible parking and shall be located on the shortest accessible route of travel from adjacent

parking to an accessible entrance.

There are a total of (XX) parking stalls in the parking lot that could be reasonably associated with this

facility. There should be a minimum of (XX) accessible stalls with a minimum of (XX) being designed

as van accessible.

2010 ADAS Section 208.2

Parking spaces complying with 502 shall be provided in accordance with Table 208.2 except as required by

208.2.1, 208.2.2, and 208.2.3.  Where more than one parking facility is provided on a site, the number of

accessible spaces provided on the site shall be calculated according to the number of spaces required for

each parking facility.

Citation:

2010 ADAS Section: 208.2

As Built:

There are no marked

accessible stalls at

the chapel.

Recommendation:
Repair the asphalt so it is level and consider adding a striping scheme and signage for accessible

parking.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #11 Continued

Image of no accessible parking spaces at the chapel
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #11 Additional Finding Photos

Additional photo of lack of accessible parking at the chapel Additional photo of lack of accessible parking at the chapel
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Office

Lat: 38.8196365000, Long: -104.8037631000

Finding: 12

The threshold is greater than 1/2 inch high.

The threshold at a doorway shall be no higher than 1/2 inch. Changes in level between 1/4 inch and

1/2 inch must be beveled at 1:2 or less. I/4 inch is the maximum vertical rise.

2010 ADAS Section 404.2.5

Thresholds, if provided at doorways, shall be 1/2 inch (13 mm) high maximum.  Raised thresholds and

changes in level at doorways shall comply with 302 and 303.

Citation:

2010 ADAS Section: 404.2.5

As Built:

The threshold at the

office door is 1/2"

high with a 1/2" bevel.

Recommendation:
Add a transition plate to reduce the slope at the threshold to less than 1/2".

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of noncompliant door threshold

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #12 Additional Finding Photos

Additional image of noncompliant threshold

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Office

Lat: 38.8196365000, Long: -104.8037631000

Finding: 13

The drinking fountain is not accessible. 

Drinking fountains must be on an accessible route. An accessible route of travel is 36 inches wide

minimum and provides a 30 inch by 48 inch clear floor space centered on the unit that allows a

forward approach to the drinking fountain.  At "hi-low" type fountains, the center line of the 30 inch

by 48 inch clear floor space must be centered on the "low" fountain. All drinking fountains shall be

located completely within alcoves, positioned completely between wing walls, or otherwise

positioned so as not to encroach into pedestrian ways. An alcove must not be less than 32 inches in

width and 18 inches in depth. Wing walls must project out from the supporting wall at least as far as

the drinking fountain.
D

2010 ADAS Section 403.5.1

Except as provided in 403.5.2 and 403.5.3, the clear width of walking surfaces shall be 36 inches (915 mm)

minimum.

Citation:

2010 ADAS Section: 403.5.1

As Built:

The bookshelf blocks

the route to the

drinking fountain;

there is only 15"

between the drinking

fountain and

bookshelf.

Recommendation:
No need to move the bookshelf due to water cooler being present.

Barrier Priority:
4 (Low): Should be completed as soon as possible due to being a technical violation, but may not

result in providing greater access to persons with disabilities. (Includes findings that are technically

violations but provide a moderate to low increase in accessibility compared to the financial impact

on the entity)

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #13 Continued

ORRE
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #13 Additional Finding Photos

Finding 185569 Additional Photo
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - General

Lat: 38.8196365000, Long: -104.8037631000

Finding: 14

The door/gate operating hardware is not accessible.

Hand-activated door/gate opening hardware, handles, pulls, latches, locks, and other operating

devices on accessible doors shall have a shape that is easy to grasp with one hand and does not

require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall be 34 inches

minimum and 48 inches maximum above the finish floor or ground.

2010 ADAS Section 404.2.7

Handles, pulls, latches, locks, and other operable parts on doors and gates shall comply with 309.4. 

Operable parts of such hardware shall be 34 inches (865 mm) minimum and 48 inches (1220 mm) maximum

above the finish floor or ground.  Where sliding doors are in the fully open position, operating hardware shall

be exposed and usable from both sides.

Citation:

2010 ADAS Section: 404.2.7

As Built:

There is an

intermediate door to

the restrooms, and it

has knob hardware.

Recommendation:
Replace with lever-style hardware

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of knob hardware

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - General

Lat: 38.8196365000, Long: -104.8037631000

Finding: 15

The door has a door stop which prevents it from having  a smooth surface at the bottom.

Swinging  door surfaces within 10 inches of the finish floor or ground measured vertically must have

a smooth surface on the push side extending the full width of the door. Parts creating horizontal or

vertical joints in these surfaces shall be within 1/16 inch of the same plane as the other. Cavities

created by added kick plates shall be capped. This is required to allow those that use wheelchairs to

use their footrests to push the door open without getting trapped or injured by the gate material. All

gates, including ticket gates, shall meet all applicable specifications for doors.

2010 ADAS Section 404.2.10

Swinging door and gate surfaces within 10 inches (255 mm) of the finish floor or ground measured vertically

shall have a smooth surface on the push side extending the full width of the door or gate.  Parts creating

horizontal or vertical joints in these surfaces shall be within 1/16 inch (1.6 mm) of the same plane as the

other.  Cavities created by added kick plates shall be capped.

Citation:

2010 ADAS Section: 404.2.10

As Built:

The intermediate door

to the restrooms has

a door stop.

Recommendation:
Remove the doorstop and consider an overhead hold open device.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of door stop

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 16

The sign does not contain tactile or Braille characters.

2010 ADAS Section 703.3

Braille shall be contracted (Grade 2) and shall comply with 703.3 and 703.4

Citation:

2010 ADAS Section: 703.3

As Built:

The men's restroom

signage does not

contain Braille.

Recommendation:
Install a sign 60" to the top edge containing Braille and tactile characters.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of noncompliant signage at restroom

City of Colorado Springs

(719) 385 - 5175

https://coloradosprings.gov/                                 24 of 54
Powered by 



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 17

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that

hold the door or gate in a closed position. Door closers and gate closers shall be adjusted so that

from an open position of 90 degrees, the time required to move the door to a position of 12 degrees

from the latch is 5 seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door

or gate shall move to the closed position in 1.5 seconds minimum.

2010 ADAS Section 404.2.9

Fire doors shall have a minimum opening force allowable by the appropriate administrative authority.  The

force for pushing or pulling open a door or gate other than fire doors shall be as follows: 1.  Interior hinged

doors and gates:  5 pounds (22.2 N) maximum. 2.  Sliding or folding doors:  5 pounds (22.2 N) maximum.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the

door or gate in a closed position.

Citation:

2010 ADAS Section: 404.2.9

As Built:

The men's restroom

door requires 12 lbs

of force to open.

Recommendation:
Adjust the door closer.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

City of Colorado Springs
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #17 Continued

Image of restroom door
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 18

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured

to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect

against contact.  There shall be no sharp or abrasive surfaces under lavatories and sinks.

Citation:

2010 ADAS Section: 606.5

As Built:

The lavatory pipes do

not have insulation.

Recommendation:
Insulate the pipes.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of lavatory without pipe insulation
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 19

The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.

2010 ADAS Section 604.8.1.1

Wheelchair accessible compartments shall be 60 inches (1525 mm) wide minimum measured perpendicular

to the side wall, and 56 inches (1420 mm) deep minimum for wall hung water closets and 59 inches (1500

mm) deep minimum for floor mounted water closets measured perpendicular to the rear wall. Wheelchair

accessible compartments for children's use shall be 60 inches (1525 mm) wide minimum measured

perpendicular to the side wall, and 59 inches (1500 mm) deep minimum for wall hung and floor mounted

water closets measured perpendicular to the rear wall.

Citation:

2010 ADAS Section: 604.8.1.1

As Built:

The toilet stall is 42"

wide.

Recommendation:
Reconfigure the restroom so the stall is at least 60" wide. This may require converting this into a

single user restroom. The room is approximately 88" wide by 115" deep.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of narrow toilet stall
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 20

The rear grab bar is not a minimum 36 inches in length.    

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum

above the finish floor measured to the top of the gripping surface and the space between the grab

bar and the top of the tank (any obstruction)  shall be 1-1/2 inches minimum.

2010 ADAS Section 604.5.2

The rear wall grab bar shall be 36 inches (915 mm) long minimum and extend from the centerline of the

water closet 12 inches (305 mm) minimum on one side and 24 inches (610 mm) minimum on the other side.

Citation:

2010 ADAS Section: 604.5.2

As Built:

The rear grab bar is

30" long.

Recommendation:
Replace with a 36" long grab bar.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of short grab bar
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 21

The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches

measured to the top of a maximum 2-inch high toilet seat.

2010 ADAS Section 604.4

The seat height of a water closet above the finish floor shall be 17 inches (430 mm) minimum and 19 inches

(485 mm) maximum measured to the top of the seat.  Seats shall not be sprung to return to a lifted position.

Citation:

2010 ADAS Section: 604.4

As Built:

The toilet seat is 15"

high.

Recommendation:
Replace with a compliant height toilet.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of toilet that is not of compliant height
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 22

The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 16 to 18 inches from the side wall.

2010 ADAS Section 604.2

The water closet shall be positioned with a wall or partition to the rear and to one side.  The centerline of the

water closet shall be 16 inches (405 mm) minimum to 18 inches (455 mm) maximum from the side wall or

partition, except that the water closet shall be 17 inches (430 mm) minimum and 19 inches (485 mm)

maximum from the side wall or partition in the ambulatory accessible toilet compartment specified in 604.8.2.

 Water closets shall be arranged for a left-hand or right-hand approach.

Citation:

2010 ADAS Section: 604.2

As Built:

The toilet is 21" from

the wall to the

centerline of the

toilet.

Recommendation:
Locate the toilet closer to the wall.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of toilet that is not correct distance from wall
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 23

The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall comply with 404 except that if the approach is to

the latch side of the compartment door, clearance between the door side of the compartment and any

obstruction shall be 42 inches (1065 mm) minimum.  Doors shall be located in the front partition or in the side

wall or partition farthest from the water closet. Where located in the front partition, the door opening shall be

4 inches (100 mm) maximum from the side wall or partition farthest from the water closet.  Where located in

the side wall or partition, the door opening shall be 4 inches (100 mm) maximum from the front partition.  The

door shall be self-closing.  A door pull complying with 404.2.7 shall be placed on both sides of the door near

the latch. Toilet compartment doors shall not swing into the minimum required compartment area.

Citation:

2010 ADAS Section: 604.8.1.2

As Built:

The stall door

hardware requires

tight grasping or

pinching to operate.

Recommendation:
Replace stall door springs - actually, this will likely go away if made into a single user stall.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of stall door that is not self-closing
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 24

The locking/latching hardware is not accessible.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices

on accessible doors shall have a shape that is easy to grasp with one hand and does not require

tight grasping, tight pinching or twisting of the wrist to operate.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall comply with 404 except that if the approach is to

the latch side of the compartment door, clearance between the door side of the compartment and any

obstruction shall be 42 inches (1065 mm) minimum.  Doors shall be located in the front partition or in the side

wall or partition farthest from the water closet. Where located in the front partition, the door opening shall be

4 inches (100 mm) maximum from the side wall or partition farthest from the water closet.  Where located in

the side wall or partition, the door opening shall be 4 inches (100 mm) maximum from the front partition.  The

door shall be self-closing.  A door pull complying with 404.2.7 shall be placed on both sides of the door near

the latch. Toilet compartment doors shall not swing into the minimum required compartment area.

Citation:

2010 ADAS Section: 604.8.1.2

As Built:

The stall door

hardware requires

tight grasping or

pinching to operate.

Recommendation:
Replace the door hardware.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #24 Continued

Image of stall hardware requiring tight grasping or

pinching to operate
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 25

The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above

the finished floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 inches (1220 mm) maximum and

the low forward reach shall be 15 inches (380 mm) minimum above the finish floor or ground.

Citation:

2010 ADAS Section: 308.2.1

As Built:

The coat hook is 63"

high.

Recommendation:
Lower the coat hook, or install an additional hook, at 48".

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of coat hook installed higher than 48 inches above

floor

City of Colorado Springs

(719) 385 - 5175

https://coloradosprings.gov/                                 35 of 54
Powered by 



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 26

The sign does not contain tactile or Braille characters.

2010 ADAS Section 703.3

Braille shall be contracted (Grade 2) and shall comply with 703.3 and 703.4

Citation:

2010 ADAS Section: 703.3

As Built:

The men's restroom

signage does not

contain Braille.

Recommendation:
Install a sign 60" to the top edge containing Braille and tactile characters.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of noncompliant restroom signage

City of Colorado Springs

(719) 385 - 5175

https://coloradosprings.gov/                                 36 of 54
Powered by 



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 27

The door exceeds the maximum pressure to open the door. 

Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that

hold the door or gate in a closed position. Door closers and gate closers shall be adjusted so that

from an open position of 90 degrees, the time required to move the door to a position of 12 degrees

from the latch is 5 seconds minimum. 

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door

or gate shall move to the closed position in 1.5 seconds minimum.

2010 ADAS Section 404.2.9

Fire doors shall have a minimum opening force allowable by the appropriate administrative authority.  The

force for pushing or pulling open a door or gate other than fire doors shall be as follows: 1.  Interior hinged

doors and gates:  5 pounds (22.2 N) maximum. 2.  Sliding or folding doors:  5 pounds (22.2 N) maximum.

These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the

door or gate in a closed position.

Citation:

2010 ADAS Section: 404.2.9

As Built:

The men's restroom

door requires 12 lbs

of force to open.

Recommendation:
Adjust the door closer.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #27 Continued

Image of restroom door
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 28

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured

to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured to protect

against contact.  There shall be no sharp or abrasive surfaces under lavatories and sinks.

Citation:

2010 ADAS Section: 606.5

As Built:

The lavatory pipes do

not have insulation.

Recommendation:
Insulate the pipes.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of lavatory without pipe insulation
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 29

The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.

2010 ADAS Section 604.8.1.1

Wheelchair accessible compartments shall be 60 inches (1525 mm) wide minimum measured perpendicular

to the side wall, and 56 inches (1420 mm) deep minimum for wall hung water closets and 59 inches (1500

mm) deep minimum for floor mounted water closets measured perpendicular to the rear wall. Wheelchair

accessible compartments for children's use shall be 60 inches (1525 mm) wide minimum measured

perpendicular to the side wall, and 59 inches (1500 mm) deep minimum for wall hung and floor mounted

water closets measured perpendicular to the rear wall.

Citation:

2010 ADAS Section: 604.8.1.1

As Built:

The toilet stall is 44"

wide.

Recommendation:
Reconfigure the restroom so the stall is at least 60" wide.

This may require converting this into a single-user restroom. The room is approximately 88" wide by

115" deep.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of narrow toilet stall
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 30

The rear grab bar is not a minimum 36 inches in length.    

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum

above the finish floor measured to the top of the gripping surface and the space between the grab

bar and the top of the tank (any obstruction)  shall be 1-1/2 inches minimum.

2010 ADAS Section 604.5.2

The rear wall grab bar shall be 36 inches (915 mm) long minimum and extend from the centerline of the

water closet 12 inches (305 mm) minimum on one side and 24 inches (610 mm) minimum on the other side.

Citation:

2010 ADAS Section: 604.5.2

As Built:

The rear grab bar is

30" long.

Recommendation:
Replace with a 36" long grab bar and offset 2/3 to the open side of the toilet.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of noncompliant grab bar

City of Colorado Springs

(719) 385 - 5175

https://coloradosprings.gov/                                 41 of 54
Powered by 



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 31

The toilet seat is not located within the range allowed off the floor. 

The height of accessible water closets shall be a minimum of 17 inches and a maximum of 19 inches

measured to the top of a maximum 2-inch high toilet seat.

2010 ADAS Section 604.4

The seat height of a water closet above the finish floor shall be 17 inches (430 mm) minimum and 19 inches

(485 mm) maximum measured to the top of the seat.  Seats shall not be sprung to return to a lifted position.

Citation:

2010 ADAS Section: 604.4

As Built:

The toilet seat is 15"

high.

Recommendation:
Replace with a compliant height toilet.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of toilet that is not of compliant height
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 32

The toilet is not located within the range allowed from the side wall or partition. 

The centerline of the toilet must be 16 to 18 inches from the side wall.

2010 ADAS Section 604.2

The water closet shall be positioned with a wall or partition to the rear and to one side.  The centerline of the

water closet shall be 16 inches (405 mm) minimum to 18 inches (455 mm) maximum from the side wall or

partition, except that the water closet shall be 17 inches (430 mm) minimum and 19 inches (485 mm)

maximum from the side wall or partition in the ambulatory accessible toilet compartment specified in 604.8.2.

 Water closets shall be arranged for a left-hand or right-hand approach.

Citation:

2010 ADAS Section: 604.2

As Built:

The toilet is 21" from

the wall to the

centerline of the

toilet.

Recommendation:
Locate the toilet closer to the wall.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of toilet that is not correct distance from wall
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 33

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting.

Controls for the flush valves shall be mounted on the wide side of toilet areas, no more than 48

inches above the floor.

2010 ADAS Section 604.6

Flush controls shall be hand operated or automatic.  Hand operated flush controls shall comply with 309. 

Flush controls shall be located on the open side of the water closet except in ambulatory accessible

compartments complying with 604.8.2.

Citation:

2010 ADAS Section: 604.6

As Built:

The flush handle is on

the wrong side of the

toilet.

Recommendation:
Replace toilet tank so the flush handle is on the open side of the toilet.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of toilet flush controls on the wrong side of the toilet

tank
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 34

The locking/latching hardware is not accessible.

Hand-activated door opening hardware, handles, pulls, latches, locks, and other operating devices

on accessible doors shall have a shape that is easy to grasp with one hand and does not require

tight grasping, tight pinching or twisting of the wrist to operate.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall comply with 404 except that if the approach is to

the latch side of the compartment door, clearance between the door side of the compartment and any

obstruction shall be 42 inches (1065 mm) minimum.  Doors shall be located in the front partition or in the side

wall or partition farthest from the water closet. Where located in the front partition, the door opening shall be

4 inches (100 mm) maximum from the side wall or partition farthest from the water closet.  Where located in

the side wall or partition, the door opening shall be 4 inches (100 mm) maximum from the front partition.  The

door shall be self-closing.  A door pull complying with 404.2.7 shall be placed on both sides of the door near

the latch. Toilet compartment doors shall not swing into the minimum required compartment area.

Citation:

2010 ADAS Section: 604.8.1.2

As Built:

The stall door

hardware requires

tight grasping or

pinching to operate.

Recommendation:
Replace the door hardware.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Finding #34 Continued

Image of stall hardware requiring tight grasping or

pinching to operate
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 35

The compartment door is not self closing.

The water closet compartment shall be equipped with a door that has an automatic-closing device.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall comply with 404 except that if the approach is to

the latch side of the compartment door, clearance between the door side of the compartment and any

obstruction shall be 42 inches (1065 mm) minimum.  Doors shall be located in the front partition or in the side

wall or partition farthest from the water closet. Where located in the front partition, the door opening shall be

4 inches (100 mm) maximum from the side wall or partition farthest from the water closet.  Where located in

the side wall or partition, the door opening shall be 4 inches (100 mm) maximum from the front partition.  The

door shall be self-closing.  A door pull complying with 404.2.7 shall be placed on both sides of the door near

the latch. Toilet compartment doors shall not swing into the minimum required compartment area.

Citation:

2010 ADAS Section: 604.8.1.2

As Built:

The stall door

hardware requires

tight grasping or

pinching to operate.

Recommendation:
Replace stall door springs - actually, this will likely go away if made into a single user stall.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of stall door that is not self-closing
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8196365000, Long: -104.8037631000

Finding: 36

The coat hook is installed greater than 48 inches above the finished floor. At the time of the survey,

the coat hook was missing, but the mounting hole was at 63".

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above

the finished floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 inches (1220 mm) maximum and

the low forward reach shall be 15 inches (380 mm) minimum above the finish floor or ground.

Citation:

2010 ADAS Section: 308.2.1

As Built:

The coat hook is 63"

high.

Recommendation:
Lower the coat hook, or install an additional hook, at 48".

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Chapel

Lat: 38.8196365000, Long: -104.8037631000

Finding: 37

State and local governments have an obligation to make their programs and services accessible to

persons with disabilities. However, due to the historic nature of the Chapel (it was built in 1909), it

does not need to be structurally modified as there appears to be no way to modify without

threatening the historical nature of the property.

2010 ADAS Section Advisory

None

Citation:

2010 ADAS Section: Advisory

As Built:

The Evergreen Chapel

is not accessible.

Recommendation:
Provide audio and video materials of the Chapel in an accessible location for those visitors who are

unable to access it. This may include a guided video tour with a captioned photo album of the

interior spaces of the chapel.

Barrier Priority:
4 (Low): Should be completed as soon as possible due to being a technical violation, but may not

result in providing greater access to persons with disabilities. (Includes findings that are technically

violations but provide a moderate to low increase in accessibility compared to the financial impact

on the entity)

Image of the front of the inaccessible chapel
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Chapel

Lat: 38.8196365000, Long: -104.8037631000

Finding: 38

The front of the chapel has 5 stairs, each with at least 6" rise. The total height difference is 34", which

would require a 34'-0" long ramp plus 5'-0" level landings.  

Changes in level greater than 1/2 inch must be by way of a ramp.

2010 ADAS Section 303.3

Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be

beveled with a slope not steeper than 1:2.

2010 ADAS Section 303.2

Changes in level of 1/4 inch (6.4 mm) high maximum shall be permitted to be vertical.

Citation:

2010 ADAS Section: 303.3, 303.2

As Built:

The front entrance to

the chapel is not

accessible.

Recommendation:
Do nothing at the front of the chapel as adding a ramp would destroy the historic nature of the

building.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of the stairs to enter the chapel
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Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Chapel

Lat: 38.8196365000, Long: -104.8037631000

Finding: 39

The accessible route on the site contains running slopes greater than 5% and has not been

constructed as a ramp (i.e. handrails, wheel guides, etc.).

When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal

(5-percent slope), it must be constructed as ramp. Surface cross slopes must not exceed one unit

vertical in 48 units. Horizontal (2-percent slope).

2010 ADAS Section 403.3

The running slope of walking surfaces shall not be steeper than 1:20.  The cross slope of walking surfaces

shall not be steeper than 1:48.

Citation:

2010 ADAS Section: 403.3

As Built:

The ramp at the rear

of the chapel has

running slope of 6 to

8%.

Recommendation:
Add handrails to the rear entrance.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in

violation of the codes at the time of construction, or pose an imminent safety threat)

Image of the noncompliant ramp to the chapel

City of Colorado Springs

(719) 385 - 5175

https://coloradosprings.gov/                                 51 of 54
Powered by 



Evergreen Cemetery (Enterprise) - 1005 Hancock Expy Colorado Springs, CO 80903

Interior - Chapel

Lat: 38.8196365000, Long: -104.8037631000

Finding: 40

The restrooms were not evaluated as they are both closed (shown as boarded over in the photo).

There is a porta potty provided, but it is no accessible.

2010 ADAS Section 213.3.1

Where toilet compartments are provided, at least one toilet compartment shall comply with 604.8.1.  In

addition to the compartment required to comply with 604.8.1, at least one compartment shall comply with

604.8.2 where six or more toilet compartments are provided, or where the combination of urinals and water

closets totals six or more fixtures.

Citation:

2010 ADAS Section: 213.3.1

As Built:

There are no

functioning restrooms

in this facility.

Recommendation:
Provide an accessible porta potty, and consider renovating the restrooms.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of the boarded up permanent restrooms
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Image of the porta potty at the chapel
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Finding: 41

The portable public restroom is not compliant. 

If sanitary facilities are provided, they must be made accessible to persons with disabilities. If public

restrooms are desired, It is recommended that the portable unit be replaced with a permanent built in

compliant restroom. The utilization of an accessible portable unit may be a temporary solution and is

not recommended as a permanent solution.

2010 ADAS Section 213.1

Where toilet facilities and bathing facilities are provided, they shall comply with 213.  Where toilet facilities

and bathing facilities are provided in facilities permitted by 206.2.3 Exceptions 1 and 2 not to connect stories

by an accessible route, toilet facilities and bathing facilities shall be provided on a story connected by an

accessible route to an accessible entrance.

Citation:

2010 ADAS Section: 213.1

As Built:

The porta-potty is not

an accessible unit.

Recommendation:
Lease an accessible unit in lieu of a standard size unit.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)

Image of the inaccessible porta potty
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